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1.  Introduction

1.1 Welcome
Congratulations on purchasing the 37212A Scissor Lift. In the pages that follow 
you will find information on how to unload, unpack, assemble, and test your new 
lift.  Please take the necessary time to thoroughly read this manual to ensure that 
you know what is required for a safe and smooth installation.

1.2 How To Use This Guide
This Installation Guide provides detailed, step-by-step instructions to direct you 
through the entire installation process. Please read through the entire guide prior 
to beginning installation to guarantee you have the necessary time and resources 
to complete the entire installation.

This guide features detailed illustrations and documentation to help assure proper 
installation. If unclear about any step, please verify with Texas Equipment prior 
to advancing to the next step.

This guide is arranged in the order which you should perform each task starting with 
unloading and unpacking. Make sure you complete each step before advancing to 
the next. It is vital that you do not skip steps in order to guarantee safety. Make 
sure to complete all required steps including the final test and checklist.

1.3 How To Receive Additional Help
This guide is designed to provide complete, detailed instructions and information 
to assist in a safe and smooth installation. If you require supplemental information 
or instructions, or encounter any problems or issues during the installation 
process, please contact Texas Equipment directly at +1 (949) 333-3800.
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1.4 Safety
It is required that all persons involved with any part of the installation wear 
heavy-duty work gloves and reliable eye protection. Because of the bulky and 
heavy parts involved in the installation and the necessary tools and equipment, it 
is mandatory that all persons involved be in healthy condition and not be under 
the influence of any medications, alcohol, or any other intoxicants. Failure to 
adhere to these conditions could result in serious injury.
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2.  Unloading & Unpacking

2.1 Precautions
Unloading, unpacking, and installation procedures can be extremely 
dangerous if not performed with the utmost attention. Clear the 
entire area of any bystanders to avoid possible injury. Ensure a 
clean and clear work environment to further reduce the possibility 
of injury. Verify the integrity and reliability of all equipment used 
throughout the entire process to prevent equipment failure.

2.2 Unloading Procedure
After unloading the lift, place it near the intended installation location. Remove 
the shipping bands and packing materials from the unit. Remove the packing 
brackets and bolts holding the power unit (Do not discard bolts, they may be 
used in the assembly of the lift). These components should be unloaded from 
the truck using a forklift to prevent injury and ensure that the equipment does 
not get damaged. 
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NOTE: If there is no forklift available, the lift may be unpacked while still on the 
truck and each individual piece can be carried to the installation site. A minimum 
of 2 persons each capable of carrying  at least 80 lb (35 kg) is required to unload 
the lift using this process. This method is not recommended due to a higher risk 
of injury and longer unloading and unpacking time. 

2.3 Unpacking Procedure
Unwrap each component and place them safely near the installation site. It is 
crucial that you do not overcrowd the area as this could delay the process and 
cause damage to sensitive components. It is recommended that you use scrap 
wood to support and/or balance the pieces as they are being unloaded and 
unpacked. DO NOT stack any heavy or sensitive components directly on-top one 
another as this could cause severe damage to the equipment. DO NOT discard 
any of the packaging hardware as they are necessary to complete installation.

2.4 Packing List
   1.  Oil hose and accessory
 A. M16 anchor bolts *16 sets
 B. M18 anchor bolts * 4 sets;
 C. Dia. 6*4 mm air hose * 1 set;
 D. Dia. 8*5 mm air hose * 3 meter;
 E. 1.5mm wire * 5 meter.
 F. Flexible steel hose * 6 meter
 G. Limit switch and wire * 1 set
 H. High pressure oil hose * 8 pieces.
 I. User’s manual
 J. Dia 14mm combined seal washer * 2 pieces
 K. Plastic strip * 10 pcs
 L. Air hose connector dia 6, T shape, * 1 pc,
 M. Air hose connector dia 6, elbow shape, * 1 pc,
 N. Front stop board * 2 pcs, stop board support * 2 pcs
 O. Hose cover ( elbow shape) * 1 pair
   2.  Control Cabinet
   3.  Main Platform
 A. M16 height adjust bolts * 16 sets
 B. Height shim: 800mm * 2pcs, 150mm * 2 pcs
   4.  Subplatform
 A. M16 height adjust bolts * 16 sets
 B. Height shim: 800mm * 2pcs, 150mm * 2 pcs
   5.  Ramp with exile * 2 pcs
   6.  Hose cover: 1000mm * 3 pcs, 950mm * 2 pcs, 750mm * 2pcs
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3.  Installation & Setup

3.1 Site Selection
The 37212A Scissor Lift is designed FOR INDOOR USE ONLY. It may not be 
installed in a room with explosion hazards. It is not designed for wet environments 
(such as a car wash). Failure to meet all of these condition could cause equipment 
failure and serious injury.

3.2 Foundation Requirements
The 37212A Scissor Lift must be installed on level ground. The foundation must 
be reinforced concrete with a minimum thickness of 6” (150 mm), a compressive 
strength of at least 4000 psi (275 bar), and no less than a 60” (1500 mm) radius 
surrounding each column in every direction.

3.3 Required Tools
   • Rotary hammer drill or similar
   • 3/4” Masonry bit
   • Open ended wrench set: 7/16” - 1-1/8”
   • 4 foot level
   • Ratchet & deep sockets: 7/16” - 1-1/8”
   • Hammer
   • Hex-key/ Allen wrench set
   • Medium crescent wrench
   • Medium pipe wrench
   • Crow bar
   • Chalk line
   • Medium flat screwdriver
   • Tape measure: 25 ft minimum
   • Needle nose pliers
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3.4 Installation Procedures

Site Layout:1.

NOTE: Make sure you read through the entire installation procedure prior to 
beginning the process. The will ensure that you fully understand what will be 
required and will prevent delays during installation. Whenever possible, use the 
original blueprints for reference. Make sure you satisfy all of the requirements 
specified in 3.1 and 3.2 prior to beginning installation.

Determine which side will be the approach side.

Now determine which side you prefer the power unit to be on. Note that 
the power unit can be located on either side, but it is more convenient 
to have it on the driver side of the vehicle when it is loaded on the lift.

Use a carpenter’s chalk line to layout a grid for the platform locations. 
Keep all dimensions and square within 1/8”.

A.

B.

C.

DO NOT use these chalk lines for lining up or positioning any of 
the parts or equipment. These lines are for REFERENCE ONLY 
and are approximations. Please follow the detailed instructions for 
positioning each piece.

37212A



www.TexasEquipment.net

Platform installation: Use a forklift or crane to move the platforms to desired 
locations. Check the distance between the two platforms. The platforms shall 
be parallel and the diagonal of the two platforms shall be equal. Use forklift 
of crane to lift up the platform about 1000 mm.

2.

Power unit: Locate the power unit to the desired position3.
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Installing hydraulic cylinders, fittings, hoses, & cables:4.
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Main cylinder connection (No 4 & 5)

Sub cylinder connection (No 6)

Assistant cylinder connection (No 7 & 8)

Power unit outlet connection
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Connecting the air hose
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Mount the switch on the inside of the bottom frame of the platform
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Single Phase wiring diagram
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Three Phase wiring diagram
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WARNING: While connecting the power cable, turn off the power supply
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